
Features
■ 150MHz bandwidth at +24dBm output  
■ Low distortion (2nd/3rd:

-59/-62dBc @ 20MHz and 10dBm)
■ Output short circuit protection
■ -43dB feedthrough at 30MHz
■ User-definable output impedance,

gain, and compression
■ Internal current limiting

Applications
■ Output amplification
■ Arbitrary waveform generation
■ ATE systems
■ Cable/line driving
■ Function generators
■ SAW drivers
■ Flash A/D driving and testing

General Description

Comlinear CLC561
Wideband, Low Distortion DriveR-Amps
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Package Dimensions

Pinout

© 1996 National Semiconductor Corporation http://www.national.com
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The CLC561 is constructed using thin film resistor/bipolar tran-
sistor technology, and is available in the following versions:

CLC561AI -25°C to +85°C 24-pin 
CLC561A8C -55°C to +85°C 24-pin plastic SOIC
Contact factory for other packages and DESC SMD number.

Not Intended For New Designs
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Min/max ratings are based on product characterization and simulation.  Individual parameters are tested as noted.  Outgoing quality levels are 
determined from tested parameters.
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Customer Design Applications Support
National Semiconductor is committed to design excellence.  For sales, literature and technical support, call the
National Semiconductor Customer Response Group at 1-800-272-9959 or fax 1-800-737-7018.

Life Support Policy
National’s products are not authorized for use as critical components in life support devices or systems without the express written approval
of the president of National Semiconductor Corporation.  As used herein:

1. Life support devices or systems are devices or systems which, a) are intended for surgical implant into the body, or b) support or 
sustain life, and whose failure to perform, when properly used in accordance with instructions for use provided in the labeling, can 
be reasonably expected to result in a significant injury to the user.

2. A critical component is any component of a life support device or system whose failure to perform can be reasonably expected to 
cause the failure of the life support device or system, or to affect its safety or effectiveness.
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National does not assume any responsibility for use of any circuitry described, no circuit patent licenses are implied and National reserves the right at any time without notice to change said
circuitry and specifications.
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